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TECHNICAL DATA SHEET

Martin®  
Pressure Roller Bracket

Martin® Pressure Roller Brackets provide firm support for the belt 
line over a secondary cleaner allowing effective cleaning. Available 
with new return rollers or use existing equipment. Mounts to conveyor 
stringer with three bolts or may be welded in place.

ORDER INFORMATION
P/N Nomenclature

Martin® Pressure Roller Brackets 
(Pair) w/ Roller for DH2 32290-XXXX

Replace first XX with belt width in inches. 
Replace third X with manufacturer of support roll.* 

Replace fourth X with diameter of roll: 5 or 6 inches.

Martin® Pressure Roller Brackets 
(Pair) w/o Roller 32290-XX Replace first X with manufacturer of support roll.* 

Replace second X with diameter of roll: 5 or 6 inches.

Martin® Roller Bracket Assembly 
for Martin® SAF2™, QC2™, and 

SQC2S™ Cleaners
34542-XX Replace first X with manufacturer of support roll.* 

Replace second X with diameter of roll: 5 or 6 inches.

Martin® Pressure Roller Bracket 
Assembly for Martin® O2, H2O, and 

DT2 Cleaners
37954-XXXX

Replace first XX with belt width in inches. 
Replace third X with manufacturer of support roll.* 

Replace fourth X with diameter of roll. 

* Support roll manufacturers:

C: Continental Conveyor 
G: Goodman Conveyor 
L: Link Belt 
F: FMC 
H: Hewitt-Robins 
N: North America 
T: Transall

https://www.martin-eng.com/products/pressure-roller-bracket.html
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DIMENSIONS -- IN. (MM)

3 x 3.00 x .562 

2.00 

13.50 
(343) 

18.75 
(476) 

Belt Travel 

1/2" Belt Shown 

6.50 
(165) 

8.15 (207) 
14.65 (372) 

Stringer shown  
for reference 

Belt Width 

Roll Length 

5.50 
(140) 
0.12 
(3) 

23.00 (584)

6.50
(165)

Belt Travel

Support Roll Shown 
For Reference

Stringer Shown 
For Reference

BELT TRAVEL

4.00 ±.25
[102 ±6]

6.75
[171]

2.50 ±.25
[64 ±6]

4.50
[114]

8.00
[203]

BELT WIDTH


