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(PART _NUMBER 5TH X) BLADE TYPE

PART NO,

APPLICATION

CSP—=S—=XXXX1X=XXXX

(PART NUMBER FIRST FOUR XXXX'S)
BELT WIDTH / NUMBER OF ELEMENTS

[STANDARD VERSION, SUITABLE FOR LESS ABRASIVE MATERIALS AND LOW
BELT SPEEDS, ALLOWED FOR MECHANICAL SPLICES

PART NO.

ODERATE VERSION, SUITABLE FOR ABRASIVE MATERIALS AND MEDIUM BELT
[SPEEDS, ALLOWED FOR MECHANICAL SPLICES

CSP—S—1209XX—XXXX

CSP-S—1814XX—XXXX

[SEVERE VERSION, SUITABLE FOR HIGHLY ABRASIVE MATERIALS AND HIGH
BELT SPEEDS, NOT ALLOWED FOR MECHANICAL SPLICES

CSP—S—2418XX—XXXX

CSP-S-3023XX—-XXXX

EXTREME VERSION, SUITABLE FOR EXTREMELY ABRASIVE MATERIALS AND
HIGHEST BELT SPEEDS, NOT ALLOWED FOR MECHANICAL SPLICES

CSP-S—-3627XX—-XXXX

CSP-S—-4232XX—-XXXX

CSP—S-4836XX—XXXX

[STANDARD/MODERATE VERSION, SUITABLE FOR ABRASIVE MATERIALS AND
LOW IUM BELT SPEEDS, ALLOWED FOR MECHANICAL SPLICES, HAS

CSP—-S—5440XX—XXXX

CSP—S—XXXX2X—-XXXX
DIM _"A" |# ELEMENTS
12.37 9 CSP—S—XXXX3X=XXXX
19.26 14
24.77 18 CSP—S—XXXX4X—~XXXX
31.66 23
3717 27
2406 32 CSP—S—XXXX5X—XXXX
49,57 36
55.08 40 A

FIXED POINT

© HEAD PULLEY
SEE INSTALLATION
NOTE 3

HE _CHUTE W,
LOCATE THE

DIFFERENT H

MATERIA|

4) CHUTE Wi

IF gOLTINGc TENSIONER
HOLES
FROM THE MOUNTING
PLATE, LOCATION WILL

VARY WITH THE

EAD
PULLEY SIZES,

T LENGTH
AND CLAMPS TO THE TENSNIONER EIE‘D OF THE BLADE AS!

SCALE 3:8
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[5711]
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INST LLATION NOTES:
E CARBI

ANGLE CREATING A SERRATED CLI

MOU NTED AT_AN ANGLE AS SHOWN, CLEANER MUST NOT LIE IN THE

E SCRAPERS ARE MOLDED INTO THE RUBBER BODY AT AN
EANING EDGE. CLEANER MUST BE

L PATH.
2) THE IDEAL INSTALLATION ANGLE IS BETWEEN 14* AND 17°, ANGLES FROM
22" ARE ACCEPTABLE.
3) BEIkT WIDTH MUST NOT_EXCEED

Tl OF { TO JHE HEAD PULLEY
AD PULLEY RANGE ISR‘? 0 31‘ AX.

SMUSTBESTOG OG 00 E WHEN THE
CLEANER 1S TENSIONED ADDITIONAL CHUTE WALL STRUCTURE MAY BE
ED TO PREVENT CHUTE WALL FROM FLEXINI

T _ON THE INSIDE
EY RAl

H
R OF THE CUT OU S‘
I(I)NEER MOUNT BRACKET, LEAVE THE

AND ASSEMBLE THE CABLE

DJi
AND TENSIONER BRACKET SO THE OUTER TWO ELE ENTS
THE CLEANER ARE APPROXIMATELY 1/87 AWAY FROM

EACH SIDE OF
THE BELT. TIGHTEN ALL BOLTS.
8) TENSION THE CLEANER PER THE RECOMMENDED TENSION IN THE MANUAL.

MOUNT BRACKET

OUTSIDE CHUTE WALL /A
TENSIONER MNT

(PART_NUMBER 6TH X) TYPE OF SWAGE SLEEVES

PART NO.

TYPE OF SWAGE SLEEVES

CSP—S—XXXXX—=XXXX

ALUMINUM SWAGE SLEEVES

CSP—S—XXXXXC—XXXX

COPPER SWAGE SLEEVES

BELT WIDTH

CHEG\CAL RESISTANCE
CHUTE WALL e
REFERENCE
SEE INSTALLATION
NOTE 4

SEE INSTALLATION NOTE 1

/A INSIDE CHUTE WALL ‘
TENSIONER WNT
SCALE 3:8

SE THE TENSIONER MOUNTING PLATE
FOR OUTSIDE THE CHUTE WALL MOUNTING.
THE INSIDE THE CHUTE WALL MOUNTING
PLATE SHOULD BE REMOVED AND IS NOT
USED IN THIS APPLICATION.

CLEANER ASSEMBLY
SHOWN_FLEXED AROUND
THE HEAD PULLEY

USE A CABLE CLIP AT THIS

LOCATION TO HOLD THE
BLADE IN PLACE

3.55
[90]

“—CLEANER ASSEMBLY WITH_THE TENSIONER
AT_THE BOTTOM IS NOT THE PREFERRED
INSTALLATION POSITION, USE ONLY WHEN

(PART NUMBER LAST FOUR XXXX'S) TENSIONER / INSTALLATION KIT [ TEM [ Q. DESCRIPTION [_PART NUMBER
PART_NO. TENSIONER SIZE / MOUNT BRACKET [ 1 [ 1 [MARTIN CLEANSCRAPE CLEANER ASSEMBLY _ |SEE CHARTS
STANDARD STEEL TENSIONER AND FIXED
CSP—S—XXXXXX-T1 POINT MOUNT BRACKET
STANILESS STEEL TENSIONER AND FIXED
CSP—S—XXXXXX-TIC  |OINT MOUNT BRACKET oy Qe
MULTIFUNCTIONAL STEEL TENSIONER AND WIDTH
CSP—S—XXXXXX-T2 FIXED POINT MOUNT BRACKET
M
MULTIFUNCTIONAL STAINLESS STEEL
CSP—S—XXXXXX-T2C  IrENSIONER AND FIXED POINT MOUNT BRKT
e ot o
HE CLAM
CHUTE WALL EsAHsgu'IfDEEE ATP
1 HE CLAM
ﬂ SEE NSTALLATON TORQUE NUTS 10 A ST_THE CLA
DETAIL B
LN TENS\ONER’@Li}‘/@iNQl
NOTE BLADE el a1
ELEMENT
— o ORENTATION,

A
Y

© Copyright 2016 Mortin Engineering. All rights reserved. Covered by U.S. ond foreign
patents pending ond issued. KD and TM indicate trademarks of Mortin Engineering.

MARTIN ENGINEERING-USA
NEPONSET, 1L USA

CLEANSCRAPE
L CLEANER ASM

SMAL
-=3— | OUTSIDE THE CHUTE WALL
-@ TENS AT LOWER END

DRAWN  RND
DATE 07/22/15

CHECKED

ENG. AP
DATE _ 07/24/15

y NG OTHER OPTIONS ARE AVAIABLE.
FIXED POINT BRACKET LOCATION S
NEAR SIDE OF CHUTE WALL
. SN INSIDE or THE CHUTEWALL)
CE R0 ABOVE THE
S INSTALLATION NOTE 5
' 1,52
50
[39 [13]
1 Hi R MOUNTIN
S A W— | Dabhnd (005 FOR MO
N RACKET ON THE CHUTE WALL AND
MARKING THE HOLE LOCATIONS FROM 1.
.38 1.18 BRACKET MAY BE WELDED TO THE CHUTE
fioe] -\ [50] WAL (NoTEAD BF Born NG, .
DIM_"A
SEE NOTE 5 3.7 ' SEE INSTALLATION
2.36 1961 NOTE 3 1.38
2,25 160] :
— [571] . ,’a‘\ [TZ’Y?:,]
e s AN ELEMENT
. \ LENGTH
]
i
\ i
CUTOUT_ TANGENT \ { 4
CUTOUT_TANGENT To BELT EDGE_AND . Y
TO BELT EDGE AND 3.78 CENTER .38 OFF “ A
CENTER_,38 OFF 196 ] HE ON L
THE BELT 150 THE HORIZONTAL )
RN I S I s
[38] \
3,00 LT I
-] [76] |
TP BLADE DETAIL
SCALE 3:8
TENSIONER CHUTE CUTOUTS AND FIXED POINT BRACKET LOCATION NOTES:
SCALE 1:4 1) ALL DIMENSIONS ARE GIVEN IN INCHES
2) ALL_DIMENSIONS ARE FOR REFERENCE
3) IN THE BLADE ASSEMBLY PART NUMBER:
THE FIRST XX INDICATES BLADE WIDTH
THE NEXT XX INDICATES NUMBER OF ELEMENTS IN BLADE
THE NEXT X INDICATES BLADE CARI
THE NEXT X INDICATES IF COPPER SWAGE SLEEVES ARE REQUIRED. ®
BLANK = ALUMINUM_SWAGE S [EIFED
COPPER SWAGE SLEEVES
THE NEXT XXX INDICATES IF_INSTALLATION KIT IS INCLUDED, TITLE
T1 = STANDARD STEEL SPRING TENSIONER
T1C = STAINLEES STEEL SPRING TENSIONER
T2 = MULTIFUNCTIONAL STEEL SPRING TENSIONER B ADDED P/N CSP-S-5440XX-XXXX TO CHART (PR13169) ----103/08/16 RND
T2C = MULTIFUNCTIONAL STAINLESS STEEL SPRING TENSIONER A |ADDED TENSIONER MNT PLATE DETALS, ADDED OETALL B 14455 | 01/26/16 | RND
NO. DESCRIPTION ECN DATE BY w
SOLIOWORKS REVISION MDoB73

S50110-SLT

APPROVED 9.4
DATE  07/24/15

SCALE 14










