TECHNICAL DATA SHEET

Martin® Bias Plough

BENEFITS

» Can be used in light and heavy duty application.

* Available in belt widths from 450mm - 2400mm.

» Suitable for service temperatures to 100°C and
belt speeds up to 6.5 m.s-1.

* The plough is mounted on the conveyor
stringers and the blade is held at a constant
angle to the belt surface.

» Blade floats on belt surface and diverts material

* Bias Plough SC35 away for effective tail pulley protection

» Bias Plough SJ35 (self adjustable)

OPTIONS

PLAN VIEW AND BIAS PLOUGH BRACKET

BELT DIM [DIM
WIDTH |“A” ‘B”

300 1600 |600
450 1750 |[750
600 2050 |1050
750 2550 |1350
900 2700 |1500
1050 3000 1800
1200 3300 [2100
1350 3600 |2400
1500 3900 |[2700
1650 4200 |3000
1800 4500 |3300
2000 4900 |3600 ir < Side view of Bias Plough
2100 5100 13900 with height measurements

Martin Engineering Africa

Cnr Antwerpen str & Arnhemsingel
Die Heuwel, Witbank, Emalahleni
Tel +27 13 656 5135

Fax +27 13 656 5129
www.martin-eng.co.za
feedback@martin-eng.com

™ / Form No. L3298-ZA Revised 05/16, 07/23
PrOblem So’ved GM' © Martin Engineering Company 2014, 2016, 2023




