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1 General 

 

 

 

 

 

 

 

 

 

 

1.1 About these operating instructions 

These operating instructions apply solely for cleaners and are intended for 

those persons who install cleaners, commission them, and monitor their usage. 

 

The operating instructions must be kept for the lifetime of the cleaners and must 

be made available in an orderly condition to all persons entrusted with work with 

and on the cleaners. 

 

 

1.2 Accompanying Documents 

Part 1 of the operating instructions, which is provided separately, is an integral 

part of these operating instructions. 

 

 

  

  

 

NOTE 

Before starting work on the cleaner or the conveyor, part 1 and 2 of 
these operating instructions must be read and understood completely  
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1.3 Part number 

Cleaner 

    41605 – AA B CC DD EE F - GG 

Belt width in inches 

 

Blade type 

C / R / H / S 

 

Cleaning width in inches 

 

Buffer type  

MR / FR 

 

Mainframe options  

P / C / A4 

 

Tensioner options 

 Ø / T / S 

 

Extended mainframe in dm 

 

 

Tensioner     SQC2-35701-xx 

 

 

 

1.4 Technical Data 

The cleaner is suitable for the following operating parameters: 

 
 Operating parameter 

 Belt widths: 450 – 3.000 mm   

 Belt speed: Max. 5,1 m/s  

 Temperature range: -30 - +75 °C (buffer type “MR”);  -30 - +95 °C (buffer type “FR”) 

 Reversing operation Possible (all blade types except "H") 
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2 Installation 

 
  

 
NOTE 

For a general description of cleaner installation, refer to part 1 of these operating 
instructions. 

 

2.1 Determining the installation position 
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2.2 Installing the tensioner 
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2.3 Installing the cleaner 
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2.4 Placing labels 

2.4.1 Safety label 

The safety label below must be attached to the conveyor system in the 

immediate vicinity of the cleaner: 

 

 
 

 

 

 

2.4.2 Other labels 

The labels below are attached to the product: 

1. Sticker showing the address of the Martin Engineering branch and the 

designation of the product 

2. A sticker containing the tension values for the respective tensioner  
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3 Scope of delivery and spare parts 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 



 

   

 

 

 

 

 

 

 

 

 

 

 

 

 

Germany 
Martin Engineering GmbH 
In der Rehbach 14, 65396 Walluf, Germany 
Tel. +49 (0)6123 97820; Fax +49 (0)6123 75533 
info@martin-eng.de; www.martin-eng.de 

Spain 
Martin Engineering Spain 
c/Balmes 297 1er 2a, 08006 Barcelona, Spain 
Tel. +34 (0)876 245114; Fax +34 (0)966 719371 
info@martin-eng.es; www.martin-eng.es 

Great Britain 
Martin Engineering Ltd. 
8, Experian Way, NG2 Business Park, 
Nottingham NG2 1EP, Nottinghamshire, Great Britain 
Tel +44 115 946 4746; Fax +44 115 946 5550 
info@martin-eng.co.uk; www.martin-eng.co.uk 

Turkey 
Martin Engineering Türkiye 
Yukarı Dudullu İmes Sanayi Sitesi, B Blok 205 Sokak No.6 
34775 Ümraniye Istanbul, Turkey 
Tel +90 216 499 34 91; Fax +90 216 499 34 90 
info@martin-eng.com.tr; www.martin-eng.com.tr 

France 
Martin Engineering SARL 
50 Avenue d‘Alsace, 68025 Colmar Cedex, France 
Tel +33 389 20 63204; Fax +33 389 20 4379 
info@martin-eng.fr; www.martin-eng.fr 

Italy 
Martin Engineering Italy Srl 
Via Buonarroti, 43/A, 20064 Gorgonzola (MI), Italy 
Tel +39 295 3838 51; Fax +39 295 3838 15 
info@martin-eng.it; www.martin-eng.it 

Russia 
OOO Martin Engineering 
Ul. Bolshaya Dmitrovka, 23/1 
125009 Moscow, Russia 
Tel +7 495 181 33 43; Fax +7 499 720 62 12 
info@martin-eng.ru; www.martin-eng.ru 

 


